
ZHS92551XA Cooker Hood

Glassy island hood keeps your kitchen fresh at all times

This stylish glassy island cooker hood keeps your kitchen smelling fresh - and
looking good - at all times!

Set the speed quickly and easily

The mechanical push-button controls on this cooker hood let you quickly and
easily get more or less extraction speed and power as needed.

The glass hood that’s easy to keep looking its
best
It just takes a few easy wipes to remove fingerprints
and other smudges from this easy-to-clean glass
surface and restore its bright, sparkling shine.

More Benefits :
Easy-to-clean filter for minimum maintenance•

Features :

Installation type: Island , width 90 cm•
Air extraction capacity (high/low): 650 /
240 m³/h

•

Push button controls with 3 speeds•
Number of speeds: 3•
Grease filter type and number:
Aluminium Cassette , 2

•

Maximum noise level (high/low): 68 / 50
dB(A)

•

Technical Specs :

Product Number Code : 942 490 423•
EAN : 7332543382521•
Annual Energy consumption, KWh/annum : 105.8•
Energy Efficiency class : C•
Fluid dynamic efficiency class : C•
Fluid dynamic efficiency index : 18.5•
Lighting efficiency class : A•
Lighting efficiency index : 92•
Grease filter efficiency class : B•
Grease filter efficiency index : 87•
Height total : 745•
Height max. external : 950•
Width mm : 898•
Depth mm : 700•
Air outlet : 150•
Main colour : Stainless Steel•
Charcoal filter type : EFF72•
Charcoal filter PNC : 942 492 262•
Voltage : 230•
Capacity, Max m³/h : 650•
Capacity, Min m³/h : 240•
Recirculation High : 360•
Sound power max speed, dB(A) : 68•
Sound power min speed, dB(A) : 46•
Recirculation Max, m³/h : 425•
Recirculation Min, m³/h : 220•
Recirc. sound power max, dB(A) : 76•
Recirc. sound power min, dB(A) : 65•
Minimum distance from cooking top ELECTRIC : 50•
Minimum distance from cooking top GAS : 65•
Weight gross cleaner and accessories with packaging : 35.2•
Weight net cleaner and accessories no packaging : 27.03•
Package heigth : 506•
Package width : 1020•
Package depth : 800•

Product Description :


